Build a Brooklyn Chair 


Free Plans to Build a Brooklyn 
Chair 

With warm weather in full swing, I've got a few more plans for 
outdoor furniture! I really like the design of this chair and 
especially the fact that it is an easy build! The design of 
the free plans to build a Brooklyn chair, and the subsequent 
next two pieces ( here and here ) in the collection, are also 
suitable for indoor use! 


BUILD A BROOKLYN CHAIR 



As a side note, the front legs are not tapered and the back 
legs are which gives this piece tons of character! 






Materials 


■ 1-1/4" pocket hole screws 

■ 2" pocket hole screws 
■2-1/2" pocket hole screws 

■ 1-1/4" brad nails 

■ Edge banding 

■ Finishing supplies 

Lumber: 

■ 1 - 1x3 at 6' 

■ 1 - 1x4 at 6' 

■ 2 - 2x2 at 8' 

■ 1 - 2' x 2' sheet of 3/4" plywood 

Cut L .st: 

■ 2 - 2x2 at 18" - Lower Back Legs 

■ 2 - 2x2 at 22" - Upper Back Legs 

■ 4 - 1x4 at 17" - Back Slats 

■ 2 - 1x3 at 17" - Back & Front Stretchers 

■ 2 - 2x2 at 17-1/4" - Front Legs 

■ 2 - 1x3 at 17-1/2" - Side Stretchers 

■ 1 - 3/4" plywood at 20" x 20-1/2" - Seat 




Click on the drawings for a larger view! 

Step One 

Cut the pieces for the back legs. Cut the tapers as shown 
using a jigsaw or a tapering jig on the tablesaw. Drill pocket 
holes in the top edge of the lower back legs noting that there 
will be a left and a right, and the straight edge will face 
out. Cut a 3 degree bevel in the lower edge of the upper back 
legs. The straight edge of the upper back will face out, also! 
Assemble the legs using glue and 2-1/2" pocket hole screws. 
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Step Two 

Cut the pieces for the back slats and the back stretcher. 
Drill pocket holes in each end. Position the stretcher as 
shown then secure using glue and 1-1/4" pocket hole screws. 
Secure the back slats along the angle of the upper back, with 
1" spacing between them, using glue and 1-1/4" pocket hole 


screws. 


























Step Three 

Cut the pieces for the front legs and the front stretcher. 
Drill holes in each end of the stretcher. Position as shown 
then secure to the legs using glue and 1-1/4" pocket hole 
screws. 



Step Four 

Cut the pieces for the side stretchers and drill pocket holes 
in each end. Position as shown then secure to the legs using 









































glue and 1-1/4" pocket hole screws in the front and 2" pocket 
hole screws in the back legs. 



Step Five 

Cut the piece for the seat and cut the notches using a jigsaw 
or a bandsaw. Apply edge banding, if desired. Attach to the 
seat frame using glue and 1-1/4" brad nails. 
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Finish as desired! 

The free plans to build a Brooklyn chair are part of a really 
neat collection that can be finished in a variety of ways. The 
entire collection is easy to construct, and very 
inexpensive! Got a project you've completed using my plans? 
Share photos with me at cher {at} designsbystudioc {dot} com 
or designsbystudioc {at} gmail {dot} com. I would love to 
feature your work on DbSC! 


#DIY #Build #Woodworking 


